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1. Introduction

The Moxa UPort 1200/1400/1600 Series comprises advanced USB-to-serial converters that add 2, 4, 8, or
16 serial ports to a PC through the PC’s USB port. The UPort 1200/1400/1600 Series is compatible with both
new and legacy RS-232 or RS-422/485 devices. These plug-and-play USB-to-serial converters are ideal for
mobile, instrumentation, and point-of sale applications.

In this manual, we refer to the products in the series collectively as the UPort 1200/1400/1600 Series,
or simply as the UPort. The UPort 1200/1400/1600 Series includes the following models:

PR P S 2 -port RS-232/422/485 USB-to-serial converter

DL E P S 2-port RS-232/422/485 USB-to-serial converter with isolation protection
UPort 1410 4-port RS-232 USB-to-serial converter
UPort 1450 4-port RS-232/422/485 USB-to-serial converter

UPort 14501 4-port RS-232/422/485 USB-to-serial converter with isolation protection

UPort 1610-8 8-port RS-232 USB-to-serial converter
UPort 1650-8 8-port RS-232/422/485 USB-to-serial converter

UPort 1610-16 16-port RS-232 USB-to-serial converter
UPort 1650-16 16-port RS-232/422/485 USB-to-serial converter

Overview

UPort 1200/1400/1600 Series products are easy to install and use. After installing the drivers on your PC,
connect the UPort to your computer, plug in your serial devices, and you're ready to go. Programming is
NOT required, and you do not need to worry about IRQs, configuring a board, power requirements, or
connection schemes.

UPort 1200/1400/1600 Series products are compliant with USB 1.1, and 2.0 specifications, and meet the
480 Mbps high-speed requirement of Hi-Speed USB 2.0. Using your computer’s USB ports to connect serial
devices reduces the total cost of ownership, investment in hardware, and long-term management and
integration costs.

The UPort 1250 supports bus power whereas the UPort 1410/1450 converters support both bus power and
external power. The UPort 12501, UPort 1600-8, and UPort 1600-16 converters support external power only.
When using bus power, the UPort will get 500 mA through the laptop or workstation’s USB port. When an
external power adapter or power cord is used, the UPort will only get 100 mA through the laptop or
workstation’s USB port.

ADDCTM (Automatic Data Direction Control)
for RS-485

ADDC™ (Automatic Data Direction Control) makes it easier to manage 2-wire RS-485 half-duplex
connections, eliminating the need for software interference. This means that it is not necessary to write
extra code for Windows applications to control the half-duplex protocol. ADDC™ intelligence is built into the
UPort 1200/1400/1600 USB-to-serial converters that support the RS-485 serial interface.

UPort 1200/1400/1600 Series User Manual 4




ARDC (Automatic Recovery Data
Communication)

ARDC (Automatic Recovery Data Communication) makes it easier to auto recover data transmissions even if
the cable gets unplugged accidentally. This means the user does not need to worry about reconfiguring
complex settings to ensure smooth data transmissions. If the USB cable is accidentally unplugged, simply
plug it back into the same port and the converter will automatically reconnect with the host and continue to
transfer data. This feature not only reduces reconfiguration time, but also the probability of data loss.

Ordering Information

Package Checklist

Moxa’s UPort 1200/1400/1600 products are shipped with the following items:

1 UPort 1200/1400/1600 USB-to-serial converter

USB cable: CBL-USBA/B-100

100 to 240 VAC power adapter

1 power cord suitable for your region

1 serial adapter: mini DB9F-to-TB (for RS-232/422/485 model only)

WK-45-01: 19” rackmount L brackets (2 L-shaped plates with 8 screws; for UPort 1600-16 series)
Quick installation guide (printed)

Warranty card

Optional Accessories (can be purchased separately)

Cables

CBL-USBA/B-100: USB Type A to USB Type B cable, 100 cm
CBL-FOM9-150: DB9 female to DB9 male serial cable, 150 cm
CBL-F9M9-20: DB9 female to DB9 male serial cable, 20 cm
CBL-RJ45SF9-150: R145 to DB9 female shielded serial cable, 150 cm
ADP-RJ458P-DB9: DB9 female to RJ45 connector

Connectors

1.
2.

Mini DB9F-to-TB: DB9 female to terminal block connector
ADP-RJ458P-DB9F-ABCO1: DB9 female to RJ45 connector

Mounting Kits

DIN-rail kit/Wall-mounting kit

For the UPort 1200

» DK-UP1200: DIN-rail/wall-mounting kit that includes 2 wall-mounting plates with 6 screws (WK-35-
02) and 2 DIN-rail plates with 4 screws (DK35A, 35-mm DIN-rail mounting clips)

&Y Lk

For the UPort 1400/1600-8

» DK-UP1400: DIN-rail/wall-mounting kit that includes 2 wall-mounting plates with 6 screws (WK-35-
01), and 2 DIN-rail plates with 4 screws (DK35A, 35 mm DIN-rail mounting clips)
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> DK-UP-14168: DIN-rail kit with 2 plates for smart switch (89 x 19 mm) and 6 screws (FMS M3 x 5
mm); for the UPort 1400 (V1.5.0) and UPort 1600-8 (V1.4.0) models.

» WAK-UP-14168: Wall-mounting kit with 2 plates (35 x 44 mm) and 6 screws (FMS M3 x 4 mm); for
the UPort 1400 and UPort 1600- 8 models.

¢ For the UPort 1600-16
» WK-45-01: 19" rackmount L brackets; 2 L-shaped plates with 8 screws

o6

/7  NOTE

Please notify your sales representative if any of the above items is missing or damaged.

Product Features

UPort 1200/1400/1600 Series products have the following features:

e Hi-Speed USB 2.0 supported (up to 480 Mbps)

e Additional I/O or IRQ not required

e Serial transmission speed up to 921.6 Kbps

e 128-byte FIFO and on-chip H/W, S/W flow control

e Windows Real COM Drivers

e Mac Drivers

e Linux Real TTY Drivers

e The UPort 1250 supports bus power; the UPort 1410/1450 supports both bus power and external power
e Suitable for 4-wire RS-422/485 and 2-wire RS-485 applications
e Easy maintenance with LED display

e IP30, rugged metal case

e COM port assignments maintained across different PCs

e Mini DB9 female to terminal block attachment for easy wiring

e Wall-mount and DIN-rail accessories available

Product Specifications

usB

Compliance: USB 1.1/2.0 compliant

Connector: USB type B

Speed: 480 Mbps (Hi-Speed USB) and 12 Mbps (Full-Speed USB)

Serial Interface

Number of Ports:

UPort 1200: 2

UPort 1400: 4

UPort 1600-8: 8

UPort 1600-16: 16

Serial Standards:

UPort 1410/1610: RS-232

UPort 1250/12501/1450/14501/1650: RS-232/422/485
Connectors: DB9 male

Serial Line Protection

UPort 1200/1400/1600 Series User Manual 6



Optical Isolation Protection: 2 KV (UPort 12501/14501 only)

Performance
Baudrate: 50 bps to 921.6 Kbps

Serial Communication Parameters
Data Bits: 5,6, 7, 8

Stop Bits: 1, 1.5, 2

Parity: None, Even, Odd, Space, Mark
Flow Control: RTS/CTS, XON/XOFF
FIFO: 128 bytes

Serial Signals

RS-232: TxD, RxD, RTS, CTS, DTR, DSR, DCD, GND

RS-422: TxD+(B), TxD-(A), RxD+(B), RxD-(A), GND

RS-485-4w: TxD+(B), TxD-(A), RxD+(B), RxD-(A), GND
RS-485-2w: Data+(B), Data-(A), GND

RS-485 Data Direction: ADDC™ (Automatic Data Direction Control)

Driver Support

Windows:

10/8.1/8/7 (x86.x64), Vista/ME/XP/98/95, Server 2019,
Server 2016, 2012 R2, 2012, 2008 R2, 2008, 2003, 2000, NT

macOS:

11.2/11.1/11.0/10.15/10.14 / 10.13 / 10.12

Linux:

Kernel 5.x / Kernel 4.x / Kernel 3.x / Kernel 2.6.x / Kernel 2.4.x
Win CE:

Win CE5.0/CE6.0

Note: Please refer to Moxa’s website for the latest driver support information.

Physical Characteristics
Housing: SECC sheet metal (1 mm), IP30 protection
Weight:
e UPort 1200:

Product only: 180 g (0.40 Ib)
e UPort 1400:

Product only: 720 g (1.59 Ib)
e UPort 1600-8:

Product only: 835 g (1.84 I|b)

Packaged: 1435 g (3.16 Ib)
e UPort 1600-16:

Product only: 2475 g (5.45 Ib)

Environmental Limits

Operating Temperature: 0 to 55°C (32 to 131°F)

Operating Humidity: 5 to 95% RH

Storage Temperature: -20 to 75°C (-4 to 167°F)

Regulatory Approvals: EN55032 Class A, EN55024, EN61000-3-2, EN61000-3-3, EN61000-4-2, EN61000-
4-3, EN61000-4-4, EN61000-4-5, EN61000-4-6, EN61000-4-8, EN61000-4-11 FCC Part 15 Class A, UL, CUL,
TUV

Power Requirements
Power Consumption:
e Bus power:
UPort 1250: 360 mA @ 5 VDC
UPort 1410/1450: 180 mA @ 5 VDC
e 12 to 48 VDC external power:
UPort 1250I: 200 mA @ 12 VDC
UPort 1410/1450: 260 mA @ 12 VDC
UPort 1450I: 360 mA @ 12 VDC
UPort 1610-8/1650-8: 580 mA @ 12 VDC
UPort 1600-16 Models: 220 mA @ 100 VAC
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/  NOTE

The operating temperature of the power adapter in the box (if applicable) is from 0 to 40°C. If your
application is out of this range, please use a power adapter supplied by UL Listed External Power Supply.
(The power output meets SELV and LPS and is rated 12 to 48 VDC; the minimum current is 92.4 mA).

Warranty
Warranty Period: 5 years
Details: See www.moxa.com/warranty

Panel Layout

UPort 1250 UPort 12501

B
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UPort 1610-8/1650-8
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UPort 1610-16/1650-16
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2. Driver Installation

In this chapter, we use Windows XP to illustrate how to install the UPort 1200/1400/1600 USB-to-serial
converters. The procedures for other Windows platforms are essentially the same.

We recommend installing the UPort driver first, before connecting the UPort to your computer’s USB port.

UPort’s USB Usage Limitation

1. A maximum of 4 UPort converters can be connected to one PC host. Connecting more than 4 UPort
converters will strain system resources and potentially destabilize the computer.

We recommend connecting the UPort directly to your PC’s USB port.

Although your UPort supports USB 1.1, we recommend using a USB 2.0 host controller or hub for the
best and most stable performance.

Hardware Description

We recommend installing the driver before connecting the UPort to your PC. Some UPort models require an
external power adapter or cord, and other models support both external and bus power.

UPort
UPort 1250 | UPort 12501 1410/1450
Bus Power v - v - _ _
External Power _ v v v v _
(adapter)
External Power _ _ _ _ _ v
(cord)

If you want to use bus power with the UPort 1410/1450, set the DIP switch to bus when you connect the
USB cable between the host PC and the UPort 1410/1450. The UPort 14501 requires external power.
Using an External Power Source

The UPort 12501, UPort 1450/14501, and UPort 1600-8 come with a power adapter for connecting to an
external AC power source. UPort 1410 users can purchase a power adapter separately. The UPort 1600-16
comes with a power cord as a standard accessory. If the power is properly supplied, the Active LED will glow
a solid green.

Buzzer (UPort 1400 and 1600 only)

The UPort 1400 and UPort 1600 will sound the built-in buzzer twice when the power is turned on. You will
also hear the buzzer when using the Locate function from the driver property page of the UPort utility.

Connecting the Hardware

Please install the driver before connecting the UPort series to your PC's USB port. See the previous section
for details.

Connecting to a Serial Device

Use the proper serial cables to connect your serial devices to the UPort’s serial ports, which support the RS-
232 and/or RS-422/485 interface. The UPort’s serial ports use DB9 male connector with standard pin
assignment. Please see Chapter 3 for detail pin assignment.

UPort 1200/1400/1600 Series User Manual 13



LED Indicators

UPort 1250/12501

There are five LEDs per port for indicating the status of the ports. The LEDs are listed under P1 and P2.

LED Name LED Color LED Function
Active Red Power is on
Off Power is off, or power error condition exists
RS-232 Red Port is configured for RS-232 operation
RS-422 Red Port is configured for RS-422 operation
4W RS-485 Red Port is configured for 4-wire RS-485 operation
2W RS-485 Red Port is configured for 2-wire RS-485 operation
Orange Port is receiving data from attached device
TxD/RxD Green Port is transmitting data to attached device
Off No data is being transmitted or received

UPort 1400/1600

There are five LEDs per port for indicating the status of the ports. The LEDs are listed under P1, P2, P3, etc.

LED Name LED Color LED Function
Power is on; when the firmware is ready, the LED will turn green
Red If the device’s LED remains red, it means the firmware is not ready, and
. the device cannot work properly
Active —
Green The device is ready
Flashing green |The device is located by the Locate function on the host
Off Power is off, or power error condition exists
Orange Port is receiving data from attached device
Tx/Rx Green Port is transmitting data to attached device
Off No data is being transmitted or received

Adjustable Pull High/low Resistors for the RS-485 Port

The UPort uses DIP switches to set the pull high/low resistor values for each serial port.

To set the pull high/low resistors to 150 KQ, make sure both assigned DIP switches are in the OFF
position.

To set the pull high/low resistors to 1 KQ, make sure both assigned DIP switches are in the ON
position. This is the default setting.

1 2
sw Pull High Pull Low
ON 1 KQ 1 KQ
OFF 150 KQ 150 KQ

/\  ATTENTION

Do not use the 1-kQ setting on the NPorts when using an RS-232 interface. Doing so will degrade the RS-
232 signals and shorten the maximum allowed communication distance.
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Installing the Windows Driver

Connect the UPort to the PC using the USB cable.
After turning your PC’s power on, Windows will automatically detect the UPort.

Run the Setup program that you may find on Moxa’s support website http://www.moxa.com/support/.
Click Next to start installing the driver.

EE% Setup - MOXA UPort Windows Driver - X

Welcome to the MOXA UPort
Windows Driver Setup Wizard

This will install MOXA UPort Windows Driver Ver3.1 on your
computer.

It is recommended that you close all other applications before
continuing.

Click Next to continue, or Cancel to exit Setup.

4. Read and accept the agreement. Click Next to set the indicated folder.

m% Setup - MOXA UPort Windows Driver —

License Agreement
Please read the following important information before continuing.

Please read the following License Agreement. You must accept the terms of this
agreement before continuing with the Installation.

MOXA END-USER LICENSE AGREEMENT A
FOR MOXA USB Serial HUB Windows Driver

IMPORTANT: Please Read This Agreement Before Using The
Software Indicated Above.

This End-User License Agreement ("EULA”) is a legal agreement between you,
the Customer (either as an individual or a single entity), and the Owner concerning
this special purpose (“System™) computer device that includes certain Owner
software products (“Software™) installed on the System. Installng. copving. or

(@)1 accept the agreement
OI do not accept the agreement

< Back Cancel
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5.

Set Start Menu Folder location.

@ Setup - MOXA UPort Windows Driver —

Select Start Menu Folder
Where should Setup place the program's shortcuts?

|_1 Setup will create the program's shortcuts in the following Start Menu folder.

To continue, click Next. If you would like to select a different folder, click Browse.

MOXA\UPort Windows Driver] Browse...

< Back Cancel

Click Install to proceed with the installation.

ﬁ Setup - MOXA UPort Windows Driver —

Ready to Install

Setup is now ready to begin installing MOXA UPort Windows Driver on your
computer.

Click Install to continue with the Installation, or dick Back if you want to review or
change any settings.

Destination location:
C:\Program Files\Moxa\UPortDriver

Start Menu folder:
MOXA\UPort Windows Driver

< Back Install Cancel

UPort 1200/1400/1600 Series User Manual
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7. The installation will take a few minutes to complete.

@ Setup - M

Installing
Please wait while Setup installs MOXA UPort Windows Driver on your computer.

\ UPor

Installing driver... (80%)

Cancel

8. After the driver has been installed successfully, you can click Scan to review the installation results if
the UPort is connected to your computer.

ﬁ Setup - MOXA UPort Windows Driver —

Review installed UPort
UPorts are all installed on your computer.

You may connect more UPorts and press Scan button to review the installation result.
Following list the UPorts which are installed on computer.

[On computer]
Port 1 (COMS50)
Port 2 (COM51)
Port 3 (COM52)
Port 4 (COM53)
Port 5 (COM54)
Port 6 (COM5S)
Port 7 (COM56)
Port 8 (COM57)

Scan

UPort 1200/1400/1600 Series User Manual
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9. Check Launch Windows Driver Manager after finish to configure the UPort after quitting the driver
installer.

m% Setup - MOXA UPort Windows Driver

Completing the MOXA UPort
Windows Driver Setup Wizard

Setup has finished installing MOXA UPort Windows Driver on
your computer. The application may be launched by selecting
the installed icons.

Click Finish to exit Setup.

‘Launch Windows Driver Manager after finish:

Installing the Driver for the Converter

/  NOTE

The operating system will automatically detect the UPort when you plug it into one of your computer’s USB
ports. If you have installed the latest UPort driver, the UPort and the UPort’s serial port will be installed
automatically. If the UPort and the serial ports are not installed automatically, follow the instructions

below.

Case 1: The UPort Driver 1Is Certified

If the UPort driver that you installed has been certified by Microsoft, the UPort and the UPort’s serial ports
will be installed automatically when you plug the UPort into your computer’s USB port.

Case 2: The UPort Driver Is NOT Certified

If the UPort driver that you installed has not been certified by Microsoft, then plugging the driver into your
computer’s USB port will activate the UPort installation program. The first part of the installation procedure
installs the software for the UPort itself (the second part of the procedure installs the serial ports).

1. After connecting the USB cable from the UPort to the host PC, Windows XP will automatically detect the
new UPort, and the Found New Hardware balloon will open in the bottom right corner of the Windows

desktop.

,jr,i Found New Hardware
MCxa LPort 1250
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2. Select No, not at this time. Click Next to start the installation.

Found Mew Hardware Wizard

Welcome to the Found New
Hardware Wizard
Windowes will zearch for current and updated software by

looking an your computer, on the hardware installation CD, or on
the ‘windows Update Web site [with paur permizsion).

Fead our privacy policy

Can Windows connect to Windows Update to search for
software?

(s, this time only
{1''es. now and every time | connect a device
{#) Mo, not this tirmne

Click. Mest to continue.

[ Mest » ][ Cancel

3. Select Install the software automatically (Recommended), and then click Next to continue.

Found Mew Hardware Wizard

Thiz wizard helps pou install zoftware for:

MDA UPort 12580 Series

{ .'\J IF your hardware came with an installation CD

o

“ZE or Hoppy disk. inzert it now.

“What do you want the wizard to do?

() Install the software automatically (Fecommended)
7 Inztall from a list or specific location [Advanced)

Click Mest to continue.

< Back ” M et = ][ Cancel
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5.

6.

Wait while the installation wizard searches for the correct drivers. The next window that opens cautions

you that although this software has not passed Windows logo testing, this driver has already been
tested and shown that it can support the Windows operating system. Click Continue Anyway to

proceed.

;

The next window shows the model name of the board, and indicates that Windows has completed the

Pleaze wait while the wizard installz the software...

g

Hardware Installation

1A\

The sathware vow are nzstalling far thiz hardware:

MDA UPort 12580 Series

haz not pazzed YWindows Logo testing to werify itz compatibiliy
with Windows XP. [Tell me why this testing iz important. |

Continuing your inztallation of thiz zoftware may impair
or destabilize the correct operation of your system
either immediately or in the future. Microsoft strongly
recommends that you stop this installation now and
contact the hardware vendor for software that has
passed Windows Logo testing.

Continue fSnpway ] [ STOF Installation

driver installation. Click Finish to proceed with the rest of the installation procedure.

Found Mew Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard haz finizhed installing the software for:

MB MO8 UPort 1250 Series

Click. Firnizh to cloge the wizard.

Open Windows Device Manager to check that the installation was successful. The UPort USB-to-serial

converter should appear under multiport serial adapters.
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Installing the Driver for the Ports

1. The Found New Hardware Wizard window will open to help you install the driver. This window will offer
to connect to the Windows update site to search for a driver. Select No, not at this time and then click
Next to continue.

Found Mew Hardware Wizard

Welcome to the Found New
Hardware Wizard

Windows will search for current and updated software by
looking on your computer, on the hardware installation CD. or on
the Windows Update \Wweb gite [with pour permizzion).

Fiead our privacy policy

Can Windows caonnect to Windows Update to search for
zoftware’?

(s, this time anly
(1'es, now and every ime | connect a device
{#) Na. nat this time

Click Mest to continue.

[ M et = ] [ Cancel

2. Select Install the software automatically (Recommended), and then click Next to continue.

Found Mew Hardware Wizard

Thiz wizard helps pou install saftvare far:

MOA UPort COM Part

{ .'\.l IF your hardware came with an installation CD

A

&= or Aoppy dizk, insert it now.

Ywhat do you want the wizard to do’?

) Install the software automatically [Fecommended)
(7 Install from a list ar specific location [Advanced]

Click Mest to continue,

¢ Back " M et = ][ Cancel
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3. Wait while the installation wizard searches for the correct drivers. The next window that opens cautions
you that although this software has not passed Windows logo testing, this driver has already been
tested and shown that it can support the Windows operating system. Click Continue Anyway to
proceed.

i

Please wait while the wizard installs the software. .

Hardware Installation

The zoftware pou are installing for this hardware:

9’ h
b4 Ot UIPort CORM Pt

has not pazsed Windows Logo testing to verify its compatibility
with Windows #P. [Tel me why thiz testing iz important. )

Continuing your inztallation of this software may impair
or destabilize the commect operation of your spstem
either immediately or in the future. Microsoft strongly
recommends that you stop this installation now and
contact the hardware vendor for software that has
pazzed Windows Logo testing.

Continue Anyway ] [ STOR Installation

Wait while the driver software is installed.

5. After all files have been copied to the system, the Completing the Found New Hardware Wizard
window will open to indicate that it has finished installing driver. Click Finish to proceed with the rest of
the installation.

Found New Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard has finished installing the software faor:

(g MDA UIPort COM Port

Click Finizh to close the wizard.

6. Repeat Step 1 through Step 5 for each of the remaining ports (once for the UPort 1200 Series, 3 times
for the UPort 1400 Series, 7 times for the UPort 1600-8 Series, 15 times for the UPort 1600-16 Series).
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7. The Found New Hardware balloon will reappear to inform you that the hardware was installed
successfully.

i) Found New Hardware

vour new hardware is installed and ready to use,

8. Open Windows Device Manager to check that the installation was successful. The UPort USB-to-serial
converter should appear under Ports (COM&LPT).

E Computer Management

g File  Action ‘ew Mindow Help ___liIJ
= m & 2
I:@ Computer Management (Local) s
=] ﬁ System Toals [+ _¢ Compuker
Lo @ Ewenl Yiewer [ Disk drives
+1-§.7 Shared Folders l -_'5] Display adapters
»:r: % Lacal Users and Groups + (=) Floppy disk controllers
+- & Performance Logs and Alerts +$ Floppy disk drives
B 7, Device Manager * {5 Human Interface Devices
=& storage 1) IDE ATAJATAPT controllers
+ Remavable Storage [+-%z Kevboards
; Disk Defragmenter + ) Mice and other pointing devices
Disk Management. 3] -3‘ Monitaors
I & Services and Applications = 3] Multi-port serial adapters
: ?JD MO%A UPort 1250 Series
[+|- B Metwark adapters
=1 5 Ports (COM & LPT)
# Communications Port {COM1LY
st
5 MOKA UPort COM Part 1 {COM3)
5 MOKA UPort COM Part 2 (COM4)
rﬂ? LR = = L= 3
& | ¥ E2) ﬂ Processars ]|

Configuring the Ports

After the driver has been installed, use Windows’ Device Manager to configure the UPort serial ports.

1. With the System Properties window open, click on the Hardware tab, and then click on Device
Manager.

System Properties

_ System Festore i Automatic Updates

] Fh_amote
General | Computer Mame

Advanced

Device Manager

== The Device Manager lists all the hardware devices installed
% an your computer. Usze the Device Manager to change the
properties of any device.

Device Manager ] |

Dirivers

Diriver Signing lets you make sure that ingtalled drivers are |
compatible with ‘Windows. Windows | pdate lets pou set up
how Windows connects to Windows Update for drivers.

[ Diriver Signing ] [ Wwiindows pdate ] ‘

Hardware Profiles |

Hardware profiles pravide a way for you to set up and store
different hardware configurations.

[ Hardware Prafiles ]

0K, H Cancel ]
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2. Expand the Multi-port serial adapters tab, right click MOXA UPort 1250 Series, and then click
Properties to open the UPort’s configuration panel.

Device Manager
Eile  Action Yiew Help

a @

|2

Campuker
g Disk drives

§ Display adapters

1-{=} Floppy disk controllers

|- Jd Floppy disk drives

8 Human Interface Devices

| {22 IDE ATA/ATART controllers

> Keyboards

] ﬂice and other pointing devices

Cik o

=31 Multi-port serial adapters

i ?JII MRS UPark 1250 Series

T S Y

=% Ports (COM &LPT)

LT r;’i Communications Pork (COM1)
r;g' Communications Port (COM2)
- & Mo UPart COM Part 1 (COM3) L4
S 5 MO%A UPart COM Port 2 (COM)
- Printer Port (LPT1)

+ﬂ Processaors

3. The Ports Configuration page settings are described below.

MOXA UPort 1250 Series Properties

Gereral | Ports Corfiguration |Driver 'Details:f
— Basic Seftings
—Port Select — —Parameters (1 port(s) selected. 15t port is port 1) —
Fart 1
Pait s COMMo.  |COMS (current) ~|
Friendly Mame | MO¥A, UPart COM
UART FIFO 1Enable L]
T+ Mode ]Hi-Performance LJ
FastFiush  |Enable |
terface  |RS-232 -]
Feset default ‘ Viewe all zettings ‘
Advance Settings =
Save Restore ] Clear ‘
Help ] Locate ‘
’ 0K ] ’ Cancel ]
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Port Settings
Auto Enumerating COM Number

If the “"Auto Enumerating COM Number” checkbox is checked, COM numbers will be assigned automatically
and in sequence to the ports. E.g., COM3 to Port 1, COM4 to Port 2, etc.

If you do not enable this check box, only the first COM Number will be changed to new COM number list in
the drop-down list box. Enable this function if you want to configure several ports with sequential numbers.

Friendly Name

Factory Default Necessity

1 to 20 characters

(E.g., UPort 1610-8) Moxa UPort COM Optional

Use the “Friendly name” to allow easy identification of the serial devices that are connected to the UPort’s

serial ports.
UART FIFO

Factory Default
Enable/Disable Enable Required

The UPort’s serial ports provide a 128-byte FIFO both in the Tx and Rx directions. Disable UART FIFO setting
when your serial device does not have a FIFO to prevent data loss during communication. For a slow serial
device, we recommend you disable FIFO to improve the latency. If you want to use XON/XOFF flow control,
we recommend disabling UART FIFO.

Tx Mode

actory Default

Hi-Performance,

Classical Hi-Performance Required

To improve the write performance, you can select Hi-Performance mode. Under classical mode, the driver
will not notify the user’s program that Tx is completed until all Tx data has been sent out from the UPort;
this mode will cause lower throughput. If you want to ensure that all data is sent out before further
processing, classical mode is recommended. Classical mode is the same as the COM Port behavior: The
WriteFile() call will only finish when all queued data are sent out.

Fast Flush
Factory Default
Enable/Disable Enable Required

1. For some applications, the user’s program will use the Win32 PurgeComm() function before it reads or
writes data. With our design, after the program uses this PurgeComm() function, the UPort driver will
keep querying the UPort’s firmware several times to make sure that no data is queued in the UPort’s
firmware buffer, rather than just flushing the local buffer. This kind of design is used because of some
special considerations. However, it might take more time (about several hundred milliseconds) than a
native COM1, because it needs to work over Ethernet. This is why the native COM ports on the
motherboard can work fast with this function call, but the UPort requires much more time.

2. To begin with, make sure there are some PurgeComm() functions being used in your application
program. In this kind of situation, you might find that your UPort exhibits a much poorer operation
performance than when using the native COM1 port. Once you have enabled the Fast Flush function,
you can check to see if there has been an improvement in performance.

3. By default, the optional Fast Flush function is enabled, which allows the UPort driver to work faster
when using the PurgeComm() function.

4. Win32 function PurgeComm() with PURGE_TXCLEAR will clear all queued Tx data. But for some
applications, it will call this function for each transaction and result in low throughput. To avoid this, you
can enable this function. The driver will only clear the data queued in the local buffer; it will not send
firmware through the USB port to clear the data queued in the firmware buffer.
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Interface

UPort 1410, 1610-8, 1610-16

Factory Default

RS-232 RS-232 Required

UPort 1250, 12501, 1450, 14501I, 1650-8, 1650-16

Factory Default

RS-232, RS-422,
4-wire RS-485, 2-wire |RS-232 Required
RS-485

Reset default
If you click the Reset default button, all the settings will return to Factory default settings:

COM Number: <Assign available COM number automatically>
Hi-Performance

UART FIFO: Enable

Fast Flush: Enable

RS-232

View All Settings

You can preview all ports settings with this function.

All Ports Configuration E|
Port | COMMo. | UART FIFD | Tx Mode | Fast Flush | Interface | Friendly Mame
| COM3Z Enahle Hi-Perfarmance Enakle RE-232 MORA UPart COM
2 COnd Enakle Hi-Performance Enakle RS-232 MOHA UPort SO

Ok

Advanced Settings

Serial transmission applications use names such as COM3 and COM4 to identify COM ports. Unfortunately,
most USB-to-serial products are unable to use fixed COM names on the host PC. This means the names of
the COM ports change when the USB-to-serial device is plugged into a different USB port, either on the
same or a different PC, forcing the user to reconfigure the COM names manually from within the application.
Moxa’s UPort™ 1200/1400/1600 USB-to-serial converters have two advanced features that allow them to
use fixed COM names when the user enables the COM port.

With Moxa’s COM Preserver™ function or fixed-base COM mode, the COM names remain on the UPort™
device. Moreover, the COM Preserver™ function can even create the same COM port names on a different
host PC. With this feature, you do not need to modify application programs, or rebuild the entire project
every time you install a new operating system or upgrade the computer. Don’t worry about moving the
UPort™ from one USB hub to another, or even from one computer to another.

COM Preserver — Driver Setting Management

UPort provides one special function to help you manage the UPort settings. In the general case, you need
write down all the settings including COM number to prevent them from being lost. In some applications, to
clone multiple systems you also need to worry about how to clone the COM Port settings. Using the UPort
COM Preserver function, you just need to save all the settings into UPort device directly- just like a USB
Mass Storage device. You do not need to record it using additional paper or disk. If your host crashes, you
can just install the driver into new host, plug the original UPort and click the Restore button to restore all
settings back very quickly.

UPort 1200/1400/1600 Series User Manual 27



/  NOTE

If you want to use these settings in another PC, be sure the PC has a free COM port available. Otherwise,
the new settings will copy over the settings of a COM port that is already in use.

Save

Save all settings to the UPort.
Information |z|

\:!) Configurations store successfully,

Restore

Read all UPort settings as new settings. Click OK to activate.

Information

;\[) Configurations restore successfully,

Clear

Clear the UPort settings stored in the UPort. This operation is similar to resetting all settings to their factory

defaults.

;\[) Configurations clear successfully,
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The following settings will be saved to the UPort if you select Save:
COM number, Friendly Name, Transmission Mode, FIFO settings, Fast Flush settings, and Interface.

Help

Clicking Help will open the online help for the UPort.

E? UPort Configuration Guide

B I ) _
Contents ] Index | Search | Basic Operation

Reset default

All parameter settings will change to
[7] Advance Settings default.

View all Settings
Show current settings of all ports.

Locate

When the PC plugs more than one
UPort device series, it can help user
to find out the current UPort device
by sound the beeper.

Locate

Use this function to identify the UPort’s location, especially when two or more UPorts are installed in the

same computer. This function will ask the UPort to flash the ready LED and turn on the Buzzer until you stop
it.

Fixed-base COM

Moxa’s UPort 1200/1400/1600 Series Utility gives users a convenient tool for configuring and maintaining
products from the UPort Series. In this section, we introduce the “Fixed-base COM Mode” function that
enables user to set COM names on the host PC. We use the UPort 1250 as an example.

Enable Fixed-base COM Mode

Moxa’s UPort 1200/1400/1600 Series provides a unique fixed-base COM function that allows users to set a
specific initial COM port number. Regardless of which UPort is plugged into the host, the COM port numbers
for the UPort’s serial ports will be numbered sequentially starting with the initial COM port nhumber.
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The default setting is disabling Fixed-base COM Mode. To use “Fixed-base COM Mode”, be sure to check the
“Enable Fixed-base COM Mode” check box.

~ UPort 1200/1400/1600 Series Configuration Tool [ |[51/[X]

Devices Configuration

v Enable Fixed-base COM Mode:

Select a beginning COM number COM3 j

View Settings |

Help Ik Cancel |

“Fixed-base COM Mode"” allows users to specify which COM number will be assigned first. In addition, COM
numbers are assigned sequentially, and are not tied to specific UPort converters. For example, assume that
you have set COM10 as the first COM number that will be assigned. If UPort D1 is plugged into your
computer first, your computer will assign COM10 and COM11 to the UPort’s serial ports. When UPort D2 is
plugged in, the computer will assign COM numbers COM12 and COM13.

UPort D1 Plug in first

§ COM10-COM11

UPort D1

‘ COM12-COM13

UPort D2

If both UPorts are unplugged from the computer, and then UPort D2 is plugged back in, the computer will
now assign COM10 and COM11 to the UPort’s serial ports. When UPort D1 is plugged back in, COM numbers
COM12 and COM13 will be assigned the UPort’s serial ports.

COM12-COM13

UPort D1

COM10-COM11

UPort D2 Plug in first

UPort D2
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When “Fixed-base COM Mode"” is enabled for the first time, all COM port numbers and serial port
parameters will be reset to their default values. You can then set the COM numbers and configuration
parameters to the values needed for your application.

For example, let’s assume that before you enable “Fixed-base COM Mode” you set the parameters of the

UPort 1250 as follows:

All Ports Configuration

X

Port | COM Mo, | UART FIFQ | Tx Mode
1 COM3 Disable Clazsical Enable
2 COME Enahle Hi-Performance Enable

Fast Flush

Interface Friencly Mame

R5-232 PCOS Device
RE-485 40 Meter

If you enable “Fixed-base COM Mode”, all parameters will be reset to their default values:

All Ports Configuration

(<]

Port | COM Mo, | UART FIFQ | Tx Moce
1 COM10 Enahble Hi-Performance Enable
2 COM11 Enable Hi-Performance Enable

Fast Flush

Irterface Friendly Mame
RS-232 MCEA UPart COM
RS-232 WO UPort COM

At this point you can set serial parameters to the values needed for your application.

All Ports Configuration

x]

Part | COM Mo,
1 CCoM10
2 Qo1

UART FIFO | Tox Mode

Enable
Enahle

Fast Flush

Hi-Performance Enable

Clazsical

Enakle

Interface Friencly Mame

RE-232 PCS Device 2
RE-485 20 Meter 2
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If you subsequently disable “Fixed-base COM Mode”, all parameters will be restored to the original settings:

All Ports Configuration rgl
Port | COM Mo, | UART FIFC | T Mode Fast Flush | Interface Friendly Name
1 COMZ Dizable Clazsical Enabile R3-232 POS Device
2 COonMg Enahble Hi-Performance Enable RS-485 40 Meter

Uninstalling the UPort

If you want to remove the UPort, you just need to remove the device from Device Manager. The UPort
driver will still stay alive enabling other UPort devices to keep working.

1. To uninstall the UPort, click Start [] Settings [] Control Panel [] System, select the Hardware tab,
and then click Device Manager.

System Properties

~ System Restare. : Autornatic pdates ‘Hemote

i Advanced :

Gereral | C;Jmputér Name

Device Manager
» The Device Manager listz all the hardware devices installed
= on your computer. Use the Device Manager to change the
properties of any device.

Levice Manager

Drivers

[Drriveer Signing lets you make sure that installed drivers are
compatible with 'Windows, Windows Update lets pou set up
how Windows connects to Windows Update for drivers.

[ Diriver Signing ] [ Windows Update

Hardware Profiles

Hardware profiles provide a way for you to zet up and store
different hardware configurations.

[ Hardware Profiles ]

Ok, l[ Cancel ] Apply
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O Computer Management

Expand the Multi-port serial adapters tab, right click MOXA UPort 1250 Series, and then click
Uninstall to uninstall this UPort. A window will pop up to confirm that you want to remove this UPort.

= File

Action  Yiew  Window

Help

«+ BETS 2 8 <28

l"@ Computer Management {Local)
ﬁ System Tools

@ Event Yiewer
Shared Folders
% Local Users and Groups
Performance Logs and Alerts
g Device Manager
S Storage
; Removable Storage
Disk Defragmenter

Digk. Management
@ Services and Applications

€

=

=) MOwA-135E2067FA

- 1§ Computer

-age Disk drives

| @ Displary adapters

=) Floppy disk controllers
- Floppy disk drives

{88 Human Interface Devices
=% IDE ATAJATART controllers
i Kevboards

=

[#- 7"} Mice and other pointing devices
Manitars
Multi-port serial adapters

- B8 Metwork adapters U!:date e
- Ports (COM & LPT) e =la
F‘f Communications Part (CI
ré'i Comrunications Port (C|
- 5 MowA UPart COM Part 1
L 5 MOXA UPart COM Port 2
o printerPort (LPT1)
ﬁ-' ## Processors

Scan for hardware changes

Properties

il

Uninstalls the driver for the selected device,

3. Click OK to continue uninstall

adapters.

Uninstalling the Driver

1.

ing the UPort. The UPort will be removed from the list of Multi-port serial

To uninstall the driver, open the Control window, and click Add/Remove Programs.

B Control Panel |._HE||Z|
Ele Edit W¥ew Faworites Tools Help 1”,'
\) L?: P Search i Falders
- | = Go
Accessibility  Add Hardware Add or Administrative  Automatic CMI Audio  Date and Time
Options Remaov... Toals Updates Config
- - [,
w @ e P e D
See Also @ I"j -ﬁ :
Display Folder Ciptions Fonts Game Inkernet Keyboard Mouse
‘ “windows Lpdate Controllers Options
Q) Help and Support { % P
e O kL 4 L @ 3
— - =
Metwork  Network Setup  Phone and  Power Options  Printers snd  Regional and  Scanners and
Zonnections Wizard Modem ... Faxes Language ... Cameras
5 © 9 & W @A 8
Scheduled Security Sounds and Speech System Taskbar and  User Accounts
Tasks Center Audio Devices Stark Meru
% W)
tindows Wireless
Firewall  Metwork Set..,
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2. Select Moxa UPort Windows Driver Verl.4. Click the Remove button.

¥ Add or Remove Programs

\%ﬂ Currently installed programs: [ show updates Sort by

Change ar
F‘Tem%ve I'N FastStone Capture 5.3 Size 1.41MB
Programs #41 Marvell Miniport Driver Size  0.83MB
% 5 Microsoft MET Framework 2.0 Size  £8.37MB
k
Add Hew '_.' MOXA UPort Windows Driver Yerl.4
Programs
: /200
= o
Add/Remove
Windows
Cormponents

@

Set Program
Access and
Defaulks

@ Add or Remove Programs

%ﬂ Currently installed programs: [ Show updates Sort by

Change or
P?emgove Ay FastShone Caphure 5.5 Size 1.41ME
Programs #4 Marvell Miniport Driver Size 0.83MB
ﬁl Microsoft \MET Framework 2.0 Size  83.37MB
o
Add Hew néfi MOXA UPort Windows Driver ¥Yerl.4 Size 1.55MB
Programs Click here for support information. Used occasionally

Lask Used On 34,2009

Add/Remave MOXA UPort Windows Driver Ver1.4 Uninstall
Windows
i L " " .
BRI Are you sure you wank to completely remaove MOXA UPart Windows Driver Yerl.4 and all

of its components?

@

Set Program
Access and
Defaults

3. Click OK to proceed with the un-installation procedure.

MOXA UPort Windows Driver ¥er1.4 Uninstall

\ ) MOEA UPort Windows Driver Yerl.4 was successfully removed From your computer,
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Installing the Mac Driver for macOS

For macOS 10.12 and later, follow the steps below to install the driver.

Restart your Mac and enter Recovery Mode by pressing and holding “& + R".
Disable System Integrity Protection (SIP) by typing 'csrutil disable' in the terminal.
Return to Normal Mode.

Launch the UPort driver installer and finish the installation procedures shown below.
Enter Recovery Mode again.

Enable System Integrity Protection (SIP) by typing 'csrutil enable' in the terminal.

NowuhkwhkH

Return to Normal Mode.

Installation Procedure

1. Run the installer package, which you can find on Moxa’s support website
http://www.moxa.com/support/. Click Continue to install the driver.

& « Install macOS driver for the UPort 1200/1400/1600 Series

Welcome to the macOS driver for the UPort 1200/1400/1600 Series Installer

@ Introduction The following instructions will help you install the macOS driver for UPort
1200/1400/1600 Series Ver 1.0 on your Mac. You will be guided through the
Read Me necessary steps to install this software.

Click “Continue" to continue the setup

MOXAN

Continue

-
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2. Under Read Me, see the instructions for installation and troubleshooting.
& w Install macOS driver for the UPort 1200/1400/1600 Series

Important Information

Introduction The UPort 1200/1400/1600 Series macOS driver supports the following
UPort devices:
e Read Me UPort 1250/12501

UPort 1410/1450/14501
UPort 1610-8/1650-8
UPort 1610-16/1650-16

Prerequisite
- Hardware platform: Intel xB6/x64 machine
- USB Standard: USB 1.1/2.0 compliant
- OS version: macOS 10.12 to 10.15
- Turn off System Integrity Protection (SIP). Please refer
to the "Troubleshooting" section to learn how to enter
Recovery Mode.

Troubleshooting
Turn off System Integrity Protection (SIP)

M O)( /\ 1. Reboot the Mac and hold command 2£+R, entering Recovery
Mode.
2. Launch the terminal

Print... Save... Go Back Continue

3. Please read the Software License Agreement.
@ « Install macOS driver for the UPort 1200/1400/1600 Series

Software License Agreement

. MOXA LICENSE
Introduction Version 1, 29 November 2007
Read Me Copyright (c) MOXA Inc. All rights reserved.

e License The SOFTWARE is copyrighted and is protected by all applicable

national laws. Any duplication of the SOFTWARE other than for
archival purposes is a violation of law, i.e., redistribution of this
SOFTWARE in source and binary form are prohibited. You agree to
prevent any unauthorized copying of the SOFTWARE.

LIMITED WARRANTY: MOXA Inc. or its distributors, depending on
which party sold the SOFTWARE, warrants that the media on which
the SOFTWARE is installed will be free from defects in materials under
normal use. MOXA or its distributor warrants, for your benefit alone,
that during the Warranty Period the SOFTWARE, shall operate
substantially in accordance with the functional specifications in the
User's Manual. If, during the Warranty Period, a defect in the
MOX/N SOFTWARE, appears, you may obtain a replacement of the
SOFTWARE. Anv replacement SOFTWARE will be warranted for the

Print... Save... Go Back Continue
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4. By clicking Agree, you agree to the terms and conditions of this Software License Agreement. Next, the
Destination Select page will open.

‘e Install macOS driver for the UPort 1200/1400/1600 Series (o)

To continue installing the software you must agree to the terms of the
software license agreement.

Introdu  gjick Agree to continue or click Disagree to cancel the installation and quit
Read M the Installer.

e Licens

Read License Disagree Agree
. . eto
prevent any unauthorized copying of the SOFTWARE.

LIMITED WARRANTY: MOXA Inc. or its distributors, depending on
which party sold the SOFTWARE, warrants that the media on which
the SOFTWARE is installed will be free from defects in materials under
normal use. MOXA or its distributor warrants, for your benefit alone,
that during the Warranty Period the SOFTWARE, shall operate
substantially in accordance with the functional specifications in the
User's Manual. If, during the Warranty Period, a defect in the
MOX/N SOFTWARE, appears, you may obtain a replacement of the
SOFTWARE. Anv renlacement SOFTWARE will be warranted for the

Print... Save... Go Back Continue

5. Under Destination Select, select a target user.

& ‘e Install macOS driver for the UPort 1200/1400/1600 Series =)

Select a Destination

Introduction How do you want to install this software?
Read Me

License

@ Destination Select

Installing this software requires 985 KB of space.

You have chosen to install this software for all users of
this computer.

MOX/N\

Go Back Continue
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6. Click Install to start the installation.

® ‘& Install macOS driver for the UPort 1200/1400/1600 Series

Introduction

Read Me

License
Destination Select

e Installation Type

MOX/N\

Standard Install on “FPCMBP"

This will take 985 KB of space on your computer.

Click Install to perform a standard installation of this software
for all users of this computer. All users of this computer will be
able to use this software.

Change Install Location...

Go Back Install

Key in your credentials to confirm the installation.

— Installer is trying to install new software.

Enter your password to allow this.

User Name: moxa

Password: eeees|

Cancel | Install Software
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7. The installation process starts.
‘e Install macQS driver for the UPort 1200/1400/1600 Series

Installing macOS driver for the UPort 1200/1400/1600 Series

Introduction

Read Me

License
Destination Select

Running package scripts...
Installation Type

@ Installation

MOXAN\

8. Installation has been completed.

The installation was completed successfully.

macOS driver for the UPort 1200/1400/1600 Series

Introduction
Thank you for installing the UPort 1200/1400/1600 Series driver.
Read Me
: More UPort settings...
License

Destination Select
Installation Type
Installation

® Summary

Open a new terminal and run the following command to get more information about the serial
settings for the UPort:

$ /Library/MxUPortDriver/mxutty -h
Resources

Location of product information, release note, and readme file:
ILibraryMxUPortDriver
Go through Moxa website for additional information.
Moxa Inc.

Uninstall the UPort 1200/1400/1600 Series driver

Run the following command to uninstall the driver.

Close
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Troubleshooting

If the installation encounters an error message such as below, please check your System Integrity
Protection (SIP) by executing the csrutil status in the terminal. If it is enabled, please disable it and try to
install it again.

@ w Install macOS driver for the UPort 1200/1400/1600 Series 8]

An error occurred during installation.

Introduction

Read Me

License
Destination Select

I enen Tvps The installation failed.

The Installer encountered an error that caused the installation to fail.
Contact the software manufacturer for assistance.

Installation

® Summary

MOXAN

If you cannot install the driver on macOS 10.15 successfully, starting with macOS 10.15 Catalina, Apple has
introduced a new read-only protection that does not allow users to install the driver directly in the kernel
folder. To solve this issue, please type the following command in Terminal before installation:

$ sudo mount -uw /

Setting the Serial Parameters

mxutty is a command line tool used to set/query the UPort settings.
Usage: mxutty <operation> [device_name]

Device_name: The POSIX device name of UPort, such as '/dev/tty.USBO'

Operation:
Command |Description
-h

Set the type of serial interface. [TYPE] is one of the following:
[RS232] - RS-232 mode

-i [TYPE] [RS422] - RS-422 mode

[RS4852W] - RS-485 2 wire mode

[RS4854W] - RS-485 4 wire mode

-a Query the setting of the Fast Flush function
Set to enable or disable the Fast Flush function. [VALUE] is one of following:
-a [VALUE] [1] - Enable
[0] - Disable
-f Query the setting of FIFO
Set to enable or disable FIFO. [VALUE] is one of following:
-f [VALUE] [1] - Enable
[0] - Disable
-l Locate the UPort with a beeper
-v Show the overall information for the UPort
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Examples:
./mxutty -i RS4852W /dev/tty.USBO -> Set tty.USBO to RS-485 2 wire mode
./mxutty -i /dev/tty.USBO-> Get the interface mode of tty.USBO

./mxutty -v-> Show overall information about the UPort

Uninstall the UPort 1200/1400/1600 Series Driver

Run the following command to uninstall the driver.

$ sudo bash /Library/MxUPortDriver/uninstall.sh

Installing the Linux Driver

The Linux driver provided with the UPort 1200/1400/1600 maps Linux host ttyMXUSBxx ports to UPort
device ports. Once the mapping has been set up, Linux users and applications can connect to a device port
as if it were a ttyMXUSBxx port. These drivers have been designed and tested for the majority of Linux
distributions. Please check Moxa's website (http://www.moxa.com) for the latest Linux kernel support.

Driver Files

First obtain the Linux driver file driv_linux_uport_v1.x_build_xxx.tgz from the Moxa website at
http://www.moxa.com. Save the driver file to a specific directory, such as /moxa, and then execute the
commands listed below:

cd /moxa

tar xvfz driv_linux uport vl.x build xxx.tgz # cd /moxa
make

make install

modprobe mxuport

1ls /dev/ttyMXUSB*

HH = I H W

Module Driver Configuration

We cover the following topics in this section:

e Building the Moxa Driver
e Installing the Moxa Driver

Building the Moxa Driver

Before using the Moxa driver, you will need to compile all of the source code. This only needs to be done
once, unless you modify the source code. If the source code is modified, then you will need to re-compile it.

To compile the source code, change to the /moxa/mxuport directory, and then run the Is (list) command
to check if the Makefile file is in the directory. Next, run the "make” command as follows:

# make

Installing the Moxa Driver
To install the Moxa driver, change to the /moxa/mxuport directory, and then run the Is (list) command to
check if the Makefile file is in the directory. Next, run the “make install” command as follows:
# make install

The driver files "mxuport.ko” and “mxusbserial.ko” will be compiled and copied to system directories.
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Loading the Moxa Driver

To load the Moxa driver, change to the /moxa/mxuport directory, and then run the Is (list) command to
check if the Makefile file is in the directory. Next, run the *modprobe mxuport” command as follows:

# modprobe mxuport
After loading the Moxa driver, run the following command to check the Moxa serial port

# 1ls /dev/ttyMXUSB*

7/ NOTE

The serial COM port will be ttyMXUSB[nnn], nnn = 0~255.
For example, ttyMXUSBO,ttyMXUSB1 ...

Unloading the Moxa driver

To unload the Moxa driver, change to the /moxa/mxuport directory, and then run the Is (list) command
to check if the Makefile file is in the directory. Next, run the two “rmmod” commands as follows:

# rmmod mxuport
# rmmod mxusbserial

Uninstalling the Moxa driver

To uninstall the Moxa driver, change to the /moxa/mxuport directory, and then run the Is (list) command
to check if the Makefile file is in the directory. Next, run the two “make remove” command as follows:

# make remove

Setting the Serial Parameters

After installing the Moxa Linux Driver, you will be able to configure parameters.

1. Serial Interface:

The UPort 1250/12501/1450/14501/1650-8/1650-16 supports four interfaces: RS-232, RS-485 2W, RS-
485 4W, RS-422. If you want to switch to a different interface, execute the setserial command to set
the port’s interface. The supported parameters are listed below.

Parameter Value Interface

0x0 RS-232

0x1 RS-485 2W
0x2 RS-422
0x3 RS-485 4W
Example:

(i) The following command sets the interface of “/dev/ttyMXUSBOQ"” to RS-422:
# setserial /dev/ttyMXUSBO port 0x2

(ii) Use the following command to look up the serial settings of the current port:
# setserial -g /dev/ttyMXUSBO

2. Serial Baudrate:

spd_hi Use 57.6 kbs instead of 38.4 kbs
spd_vhi Use 115.2 kbs instead of 38.4 kbs.
spd_shi Use 230 kbs instead of 38.4 kbs.
spd_warp Use 460 kbs instead of 38.4 kbs.
spd_normal Use 38.4 kbs instead of 38.4 kbs.
Example:

# setserial /dev/ttyMXUSBO spd vhi
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/  NOTE

For the UPort with DB Male Serial Ports, you may refer to the DB9 Male Ports pin assignment section to
loop back pin 2 and pin 3 for the RS-232 interface to carry out a self test on the device.

Troubleshooting

1. Compile error
Building a Moxa driver requires kernel header files. If you get a compile error, run
rpm -qa | grep kernel to check if the kernel-source package is installed properly. If not, get the
kernel-source irpm package and run rpm -ivh <pacakge> to install it. You also need to make sure the
build tool is ready by including make/gcc/lib. See Linux related documents for more information.

2. No such file or directory
This problem occurs when a device node is not generated automatically when loading the driver. It
usually happens with previous kernel versions, such as versions 2.6.0 to 2.6.5. Therefore, just execute
the make node script "upmknod” to generate the device node.

Installing the Windows CE Driver

In this section, we introduce installation procedures for the Windows CE 5.0 and Windows CE 6.0 drivers.
Both Win CE 5.0 and Win CE 6.0 need the Win CE platform builder for installation. The only difference is that
Win CE 6.0 also requires Visual Studio 2005. Win CE 6.0 platform builder has tools necessary for you to
design, create, build, test, and debug Windows CE. Visual Studio 2005 and Win CE 6.0 Builder provide a
workspace where you can work on both OS designs and projects to build your own embedded system.

Win CE 6.0 installation requires both Visual Studio 2005 and Win CE 6.0 Builder. When installing Visual
Studio 2005, you can select your preferred language with .NET Framework SDK or use the “default”.

After completing installation for Visual Studio 2005, run Win CE 6.0 Builder “setup.exe” to install and
download the files.

You will need to select "x86" for the CE 6.0 operating system.

This process will may take a couple of hours and the folder size is around 3 GB.
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Installation With an Installation Package for Win CE 6.0

Installation Procedure
Copy the UPort 1200/1400/1600 WinCE 6.0 driver package onto your computer and extract. Double click on
the installation package and it will automatically copy the Mxser folder to C:\MOXAUPORT\wince600\Uport.

1. Launch Visual Studio 2005 with Platform Builder WinCE6.0. Open the OSDesign that you want to install.

In Visual Studio 2005, click File > New > Project, and select "Platform Builder for CE 6.0". Select "OS
Design" for the template then click OK.

@9 Start Page - Microzoft ¥isual Studio

File | Edit Wiew Tagrget Tools Tegt Window Commomnity Hely

| e ¥ (1 Project.. Clrb+Shiftel
Open b ' Meb Site...
Close ] Fike... Ctel+
Project From Existing Code...

1
1
il

gl Bave A1 Cr+-Shaft+3

Eecent Projects 3

Exit

New Project |E|[$_<|

Project types: Templates: |E|

=] Vimng(I:,H Yisual Studio installed templates

CLE @ 0F Design

My Templates

(2 Seavch Online Templates...

A project for creating a Windaws Embedded CE 6.0 operating swstem |

Name: | OSDesignt |
Location: |C:\WINCEEDD\OSDes:Lgm v | [ Brows. |
Solution Name: | ODesignl | Create directory for solution
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2. When the CE 6.0 OS Design Wizard starts, select CEPC: x86 for Board Support Packages.

Windows Embedded CE 6.00 05 Design Wizand

Py Welcome to the Windows
Wi ‘;' J. Embedded CE 6.0 OS Design
indows :
Embedded CE6.0 " izard

Thiz wizard guides wou theough the process of creating an
2% design for a CE 6.0 based platform. An OF desdgn
defines the characterizstics of a CE 6.0 OF.

You can create an OF design by choosing a design template
and one or more board support packages (BEFz). & BEF
includes an OEM adaptation laver (OAL) and device dnvers.
Thiz wizard helps wou:

Choose a BEP.

Choose a design template.

Add iterms to wour OF design or remove ftems foom it

To continue, click Next.

Cancel

Windows Embedded CE 6.0 OF Design Wizard

Board Support Packages (B5Ps)
A& BEP containg a et of device drivers that are added o wour OF deden

Available BSPx
[] &ruba Board: ARMVAL Select one or more BSPs for wour OF design.
CEPC: =86 ,

: " A BEP for a Windows Embedded CE PC-bazmd
] Device Emulator: ARMY4] hardware reference platform. The platform ves
[ H48ampls OMAP2420: ARMTAI the OF bazed on the #8686 architectire.

[] MadnstoneIIT PEAZTE: ARMY4I

Mote: Only BEPs supported by dnstalled Pz are
dizplayed in the list.
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3. Under Design Templates and Design Template Variants, select your environment, such as PDA
Device or Mobile Handheld, and then click Next. In Application & Media and Networking &
Communication, also select your environment, such as .NET Compact Framework 2.0, ActiveSync,
Quarter VGA Resources-Portrait Mode, or TCP/IPv6 Support.

limluws Emhedded CE 6.0 OF Design Wizard

Design Templates
A dedgn template iz a g0t of predefined catelog iteims.

Available design templates:

: - Chooss the design temnplate that iz most
EMEﬁiiggm Device closely aligned with the purpose of vour
Tndustrial Device e i,

PDA Device
Phone Device Provides the starting point for a range of
Small Footprint Device persnnal digital asdstants (FDAS) or mobdle
Thin Client devices with a clamshell-and-kevboard
design.
< Previong Wewut = Einizh ] [ Cancel ]

Windows Embedded CE 6.0 OF Design Wizard

Design Template Vanants

Select a desizn tevaplate variant that provides the functionality that wour tarzet device
Teqres,

Variants:

Iobile Handheld. Enterprize web pad

Enterprize Web Fad

« Presviong Finish ] [ Cancel
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Windows Embedded CE 6.0 OF Design Wizard

Applications & Media

Select itemnz for applications and media to include in oo OF design.

NET Compact Frame 2 2.

[ File Swstermns and Data Store

[] Windows Embedded CE Emor Reporting
Betiveldme
[ DCoM

[nternet Browser
[] Lightweight Directory Access Protocol (LDAP
¥BSeript support
Windows Media Avdio/MP3
Windows Media Video/MPEG-4 Video
[] Windows Messenger
WordPad

| #%
i

Bupport for applications and services
dezigned for the NET V2.0 Compact
Framework.

= Prewiong Mext = [ Finizsh ] [ Cancel

Windows Embedded CE 6.0 OF Design Wizard

Networking & Com mumications

Belect itemns for networking and commumications to tuclude o wour OF design.

W

TCPIPva Support

[T] Wide &rea Network (WAL
Local Area Network (LAN
OBEX Server

Personal Area Networl (PAN)
Remote Degktop Connection
Becurity

EaE
OEEEE

E-E-E

The Intemet standard protacol, version 6.

< Previong [ Finish ][ Cancel
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4. When the OS Design Project Wizard Complete screen appears, click Finish. The notification will pop

up. Click "Acknowledge” to finish the project.

Windows Embedded CE 6.0 OF Design Wizard

08 Design Project Wizard Complete

¥ou have completed the wizand . Prese Finich to create wour OF Design project.

s | (o

. Catalog [tem Nohification

OBEX Server

Security Warning

Security Warning

Under certain circumstances, the Ohbject Exchange Protocol {QBEX) catalog
itern can comprorise the security of your platfarm. This catalog itern poses the
following potential security risks:

» If proper security and authentication techniques are not used, a service that
interferes with services.exe can be installed.

» If proper encryption techniques are not used, QBEX running over Bluetooth
could expose data packets to third parties.

To learn more about potential OBEX security risks, as well as the best practices
for using this catalog itermn rore securely, see the following topics:

DBEX Security
Enhancing the Security of a Device

hcknowledee ]| Cancel
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5.

Open the project you created. Click Project on top of the screen, and then select Add Existing

Subproject. Switch the folder to "C:\MOXAUPORT\wince600\Uport” and add subprojects into your

OS Design. Assign the pbpxml file to a different folder (i.e.mxupce6.pbpxml).

#% 05Designl - Microsoft Yisual Stndio
File Edit ¥iew | Project | Buidd  Debug  Target Tt

-é':I:l - - B 4dd New Zubproject... 3

Devie: CE Devige | 4 Existing Subproject.. |
Solotion Explorer - OF I
Ldd New SDE...

(o] Solntion DEDesis Ldd Existing 3DE..

SR OSDesiznl R,

& CWING
Faworitez Set az Btartllp Project

[ Paramete
SDEs
Subprojects

Properties AlMF7

After the subproject is added, you may configure the "mxupce6.reg” registry file with the location
[HKEY_LOCAL_MACHINE\Drivers\USB\ClientDrivers\MXU_PORT].

% OSDesign| - Minmantt Fiseal Stdin
Bk Edt Tiew Pmiwt Buld Debog Tesset Dew fook Tet Misdos Comosty  Help

G-l | - b CEPC85Teb v Plabfors Buddec-Bpecitic (T - (8 M B - T 1 R
T T R 5w
Dern: CE D = Pp tn By B Q.i
| s Bepcoee- Samion DE0rsignd 0t w 80X mrupeet g St g - 3 | Prpacie: v x
= o HETY CLASSES BOOT | Horn T i HEEY_LOCAL_MACHINEWriv. -
'S ot Py —— HEEY_CURRENT_USER "
= Eabinn D8Desigal’ ¢ gomincty Gl HEEY ] 5] Defeuly BEDET fooloe zatoni] T
|= esigal =i G HEEY_LOCAL_MACHINE il RE_DIORD 000wl ) Iﬁ:_"‘ =
¥ CoRINCER = "-_{3";'35 G Tt FEG_DWORD 00000000 1) = Miso
oy Pusnides : . l
3 Bucaunar Fils = L Chraivon
¥ .g S 5 i MIO_IORT
= [ Subpmoiecs =
= 5 mosges (5 MCHAITPORT e insef 1T porbim s e iTin
4 Tochn fles N RATH
= [ Permeiec fles =
RS - FOnLI
= et L FoRTL:
@' I - FORTI4
1 Remme s i raR 1l
[ Home fles 3 ORI
3 PRI
i FORTS
3 FORIS
5 PORTE
5 HRTT =
[ FORTE
| [ FORTY
112 (18 [oN L b
| Batrion Foglorer | Ceritlog e i |25 Cle Vo M Reghiit | s Some
| Chutpe -3 ox
| Show ot fione - Waudorws CE Dame = e A e S
| Wame
Husee of object

[ ol Tisfimtion Windoy /g Call Brvwons | ) Crotpa |

By
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7. Open "Build”, select "Advanced Build Commands” and “Build Sysgen”. This operation will take you
a few minutes.

@9 08Designl - Microsoft Yisual Studio

File Edit ¥iew Project | Build | Debug  Target Data Tools  Test Window Community Help
oy I o Budld Solution F7 486 Deb = Platform Builder-Specific (T = | [#
ENRAE R~ -] (A
Rebuild Solution CtleAlF? | o
Device: CE Device - Clean Solution
Solution Esplorer - Solution DST Z| StartPage
& CLASSES_ROOT Al Home
(] Solition D Designl’ (1 pro fgCREENLhESHEIEE =] Detault
= ) 0SDesignl Project Only bl ) FIFO
& C/WINCEGOD U Trderfare
Favorites Ldvanced Build Commnands » | Syszen
[ Pareunster Files Euild Al Subprojects Clean Sysgen
[&] 5DKs
o [ Subprojects Rebuild A1l Subprojects | Build ond Syseen |
= 5] mepesS ©M  gugg A gD Rebuild and Clean Sysgen
[ Include file . .
= 3 Parametsr f Copy Filss 1o Release Directory Build Cunent BEP and Subprojects
Bl mwupe Make Run-Thme Image Rebuild Current BEF and Subprojects
B swupe - -
B moupct B Open Relesss Directory in Buld Window 3 FORT14
) [ PORTIS
4 SRemfcf?ﬂ:I (+lobel Eiuild Settings ’ 3 FORT2
[ wouce
Targeted Budld Settings » 1 PORTZ
: [ PORT4
Bafeh Budld. . [ FORTS
Configuration Manager... [ PORTA
[ PORT?
[ PORTR
[ PORTY
( Fm T omnAr linde hd

8. After building sysgen, select "Build” and "Make Run-Time Image” to create the WinCE OS image.
Finally, copy your image file to the target Host.

@9 08Designl - Microznft ¥iznal Sindio

File Edit Wiew Project | Build | Debug  Target Data  Tools  Test

-G - g Enild Solution F?
Rebuild Salution Chl+Alt+F7
Device: CE Device - O

Solution Explarer - Solation D8

e

[ Solution '08Desiznl’ {1 pro

SR ] _OSDesignl Froject Cnly 3
& CJ/WINCESDD
Favorites Advanced Build Comimands »
[ Parameter Files Enild 411 Subprojects
[=] SDKs
- [&] Subprojects Rebuild Al Subprojects
= G mowpee (M pugg 41 SDK...
3 Tnclude file =
Copy Files to Releaze Directory

Make Foun-Time [mage
Open Releaze Directory in Build Window

1 Resonrce fi

Global Budd Settings »
1 Souice file

Targeted Build Settings »

Batch Budld...

Configuration Manager. ..

<

9. Configure the interface on the target device using the configuration tool found in "Start > Programs >
MOXA UP Configuration Panel\UPort Configuration Utility".
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Installation With an Installation Package for Win CE 5.0

In this section, we describe how to install the Moxa Win CE 5.0 Driver on a Windows CE 5.0 operating
system.

1. Obtain a copy of the UPort 1200/1400/1600 Series WinCE 5.0 driver package and extract it to your
computer. Double click the installation package and it will automatically copy the UPort folder to
“\WINCE500\PLATFORM\" (e.g., C:\WINCE500\PLATFORM\UPort) and import the UPort
1200/1400/1600 WinCE 5.0 driver into the “Catalog”.

2. Open your workspace in Platform Builder, and then open “Manage Catalog Items” (View a Catalog).
You will find the UPort 1200/1400/1600 WinCE 5.0 driver in the “Third Party” folder.

4 MydIEPC - Tlaform Builder - POR Timmocws oo M ETC il =
[ Bl Ei% Yaw Pooeel Fofom Tapel Bl Frowol Boll 06 Jools Kmdre Halp a3 %
-2 - ] | B einet v

|| cEPC: x86_Pelease “ 8 o A0 eo R RS | Device || B 2 %

i 7 BEBCON_Cpp : Defines Ehe entry point For Che DLL applicat— sl
T[MSMQ administration utility| £ B ) Catning |
= L1 B5Fs

1 MSMO AP regietration
MEMQ core
1 MEMO driver interdace
13 MEMO GUI based administration
[ MEMD remote configuration ISAPL exten:
[T MSMG Rintime Tink Jibrary
+ (11 Object Exchange Protocel [OBEX)
+ LAB0AF Taolkit
B Standard SOK for Windows CE

tincinde “stdafe.h”
Hincinde “HEUCDH. b
inciude “con_h”
#include "Hoxa.h™

ULOHE  Dbglevel -DBG_DEFAULT:

HdeFine HEU 1

=1 Core 03
# L) Device Drivers
# L) Piatiorm Manager
=4 Third Party
= il UPart 1200/1400/1600 [Choose 1]
@ USE to Serial Hubs [Prefix COM]
@ USE to Serial Hubs [Prefix MxU]

HdoFine GCI_BUFFER_SIZE 256

T EML MeleFine UP TheiZ08
= @0 I Services and Networki
L T Core DS Services HLF MW
+ [ File Systems and Dala Store Ndefime COM_Close HEU_Close
+ 3 Fonts fidefine  CON_Open iU 0pen
& [ Graphics and Mullimedia Technologies fidefine CON_Deinit HWhU_Dednit
* 3 Iternational Wdefine GOH_Tnit HRU_Tmit
z Hdofine COH_10Control il _l0Contral
= (0 Imernet Cent Services Hedefine  COM_Read AU Aeacd
+ (2 Boourity defime COM_Urite MAU_Write
+ [ Ghell and User Interface Ndefime COM_Fouerlp XU_PoserUp
i+ 23 Vi over IP Phone Services tidefine  CON_Fousrboun MEL_Fawer Doun
& 2 Platierm Manager
*| static BUDRD IRUFLAG = 15
€ »
B 0SDesignView | B Parameteriew] =] FlleView] o i P
~I[added the Software-based Input Fanel Oriver featurs (SYSGEM_SOFTHE) o the platform. =

— |Added the Common Control feature (SYSEEH_COWACTAL) to the platforn.
Added the Real-time Communications (RTGh Client AP Feature (SYSGEH_UDIPY to the platform.
the feature and driver 1ist update successFully.

P

Tr Ty Build {Tebug 5 Lag § Fendio Fles | Tind i Fles s 7 < -

P Y

3. Right-click on the driver "USB to Serial Adapters (Prefix COM)” or "USB to Serial Adapters (Prefix MXU)”
and then choose “Add to OS Design.” After adding the driver, you will be able to find it in your
workspace, after which you can start to build your OS and download it into a target.

LM Plattorn Builder - 4 i]

B Bk B Vi Dot Phdfeom Tamt Evdd Paojel Budi0F Took Window Hel i)

(SEE— - REEE R - mEZE Goene (&

||cEPC: x86_Relcase “# e a0 08 BRG] Devie B B B

X 77 WRUGOR.Cop : Defines the entry peint for the DLL applicat— KT

7[MSMQ administration wtiliny| ~ £ [ ] Catalog |
Tl MEMD AP registration sinclode "stdafx.h" L2 B5Ps
T MSMD core #incluge “MAUEDH b @ L Core 08

2 Device Drivers
& Z1 Platiorm Manager
= =4 Third Fary

1 MS MO driver interface

T M3MTO GUI based administration

7 MSMO remote conliguration 1SAP exten

7| MEMO Runtime link library ULOHG Dbbglevel =DBE_DEFAULT:
7 Object Exchange Protocol [OBEX)
i+ ] E0AP Toolkit

#include “com.h™
#include “Moxa.h”

HdeFine WXL 1
&, Standard SDK for Windaws CE #ieFine GOI_BUFFER_SIZE 250
HZIHML fdefine UP B1zan
= {4 G Services and N king
# O Core 0 Services HiF HED
+ | File: Systems and Data Store #deFine  COM_Close HEM_CLose
= 3 Fonls HdeFine  COM_Open HEH_Open
+ I Graphics and Mutimedia Technologies fiekine LN einit e pedale
i Ine it . #deFine  COM_I0Contrel 1hY_Tacantrol
fet-{ia] Intermeect Client Services fdeFing  COM_Read HXH_Read
# (4 Security #deFine  COM_Mrite HEH_ Wi te
+ 21 Shell and Uset Interface HleFine  COM_Powerlp MEl_Poweriip
# ] Vaice over IP Phone Serdces #deFine  COM_PowerDawn BEU_FouerDawn
+ 2 Platform Manager
> static DUORD MEUFLAE = 13
£ | >

- &
B 0SDesignview | B Paramete View] =] FileView il >

“[added the Software-based Input Fanel Driver Feature (SYSGEN_SOFTKH) To the platform.
lagaed the comnon Control Feature {S¥SGEH_COMMCTRL) to the platform.
Added the Real-tine Communications (RTC) Clieat APT Feature (SYSGEN_UDIP) to the platforn.

Completed the Feature and driver list update successfully.

&

v
Build  Dchug % Log & Findin Fiks1 % Fodin Fles2 /. ] &
[Size: 23027 KB X0 S &

Adds the celected feature fo the olatiorm
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B P

Platform Builder

2 zE0
|CEPC: x86_Release |

Ba B

by

Al

= B-B-E-R-8-EE-E

+

+ (1 Platform Manager
= & Projects
[X/USB to Serial Hubs [Prefix COM)|

< >
@ 0SDesign... | ' Parameter... |* ClassView | 5] FileView

1 MSMQ core ~
(3 MSMQ driver interface
1 MSMQ GUI based administration
(5] MSMQ remate configuration ISAPI exten:
) MSMQ Runtime link library
% (11 Object Exchange Protocol (OBEX]
# 1 SOAP Toolkit
R Standard SDK for Windows CE
= LIXML
Qc i Services and N
1 Core OS Services
| File Systems and Data Store
(3 Fonts
(L1 Graphics and Multimedia Technologies
(1 International
1 Internet Client Services
21 Security
(1 Shell and User Interface
1 Voice over IP Phone Services

v

U

<

) Eie |Edit Yiew Project Plgtform Tagget Budd Project Buid O Inols Hindow Help
mELDE %}I:In:l

~ T
3 |00RE® |cEDevice.

5| 3a % ¥

e - ]
x WXUCOH.cpp : Defines the entry point for the DLL applicat

#include “stdafx.h
#include “HXUCOM.h*"
#include “con.h"
#include "Hoxa.h™

ULONG  Dbglevel =DBG_DEFAULT;

udefine HxU 1
Wdefine GCI_BUFFER_SIZE 256
fdefine UP 8x1200

#iF MXU

Wdefine COM_Close HXU_Close
fdefine COM_Open HXU_Open

#define COM_Deinit HXU_Deinit
#define COM_Init HEU_Init
#define COM_I0OControl HXU_l0Control
#define COM_Read HXU_Read

#define COM_Write HRU_Write
udefine COM_Powerup MXU_Powerup
udefine COM_PouerDoun HXU_PowerDoun

static DWORD MXUFLAE = 1;

Helse

EE

= F catalog
= (1 BSPs
1 Core 05
@ 1 Device Drivers
Platform Manager
= 23 Third Party
= &P UPon 1200/1400/1600 [Choose 1)
1] Serial Hubs [Prefix COM) |
[ USB to Serial Hubs [Prefix MXU)

ERE-=E- | 2 B

/& B fnen

D Ele Eds Yiew Brogct Fgorn Togget Budd Project Bub OF ook Wisdow Help

“

CEPC: x86_Release Buid and Sysgen Crrrent BSP [Z] # | CE Device v fm i %
Closn Before Builling Defines the entry peint for the DLL applicat:’
T MSMO core v Capy Files  Reloase Dinectory After Budd
7 MSMQ driver interface v Moke Run-Tou Lage Afwr Buld o
7] MSMQ GUI based adminisira .n
(1) MSMQ remote configuration | 0P Flts & Beleass Distctory
7 MSMQ Runtime link library ~ Moke un-Tome Imge
+ (L) Object Exchange Protocol [OBE:
+ (L1 SOAP Toolkit ~DBG_DEFAULT;
B Standard SDK for Windows CE Byich Buld
< LI XML B Open Relense Directory
i j E:::";“;m;i"”‘“‘ el N e Condioumten ER_SIZE 256
# 0
% 3 File Systems and Data Store Loy
# _JFonts HiF HEU
+ 1 Graphics and Multimedia Technologies Bdefine COM_Close HXU_Close
¥ 1 International ""Fl;"! g::.:v;"“ m‘:":"n
fueFine ein ein
t j's':'__z'“'::’c""" Servicey NdeFine COM_Tnit THRU_Init
#define COM_I0Control MXU_I0Control
+ _1Shell and User Interface . #define COM Read XU Read
+ 1 Vaice over IP Phone Services Ndefine COM_Write HXU_Write
+ 1 Platform Manager Ndefine COM_Pouertp HKU_Poweriip
+ Projects Bdefine COH_PowerDown HXU_PowerDown
v static DWORD MXUFLAG = 1;
< >
P osDesign... | # Parameter... %4 ClassView] = Fileview| J(“ue

=1=
= ;] Catalog
® 21 85Ps
& ) Core 0S

[ 1 Device Drivers

» ) Platform Manager

3 Third Party

= i UPart 1200/1400/1600 [Choose 1)
@ USH to Serial Hubs [Prefix COM] |
@ USB to Serial Hubs [Prefix MXU)

4. Interface configuration. On the target device, configuration tool will be found in "Start > Programs >

MOXA UP Configuration Panel\UPort Configuration Utility".
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Removing the Moxa Win CE 5.0/ CE6.0 Driver

For Win CE 6.0 Driver:

1. Select the driver to remove.

29 08Designl - Microsoft ¥isnal Studio
File Edit Wiew Project Build Debng Tayget Data Ic

i - =R N N E Nk =Ry
Device: CE Device - 5 Sn SR _
moluotion Explorer - Bolotion D08Designl ' (1 project)
'_; Eolution DEDesignl ' (1 project)
= @ OSDesigal E
& CWINCESDD
Favorites
[ Parameter Files
(=1 5DEs
=) [=] Bubprojects
Build
Eebuild
j Open
Open With...
Add 3
[#  Find in Files...
3] Explore
Zhow in Favorites
< BN OpenBuidd Window
L:fgSuluﬁunExplurer -@Catalngp( Eemove |§
Crutpt Properties [

2. Switch the folder to C:\ MOXAUPORT \ and double click “"unins000.exe"” to remove the installation
folder.

For Win CE 5.0 Driver:

In the "OSDesign_View”, delete “"USB to Serial Adapters (Prefix XXX)".
Remove the driver from Control Panel.
Checkmark “clean before building”.

S

Use “build and sysgen” to rebuild the image.
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Installation With a CAB File

Install the UPort 1200/1400/1600 Series Win CE driver onto the target host.

1. If you do not have ActiveSync, install Microsoft ActiveSync in the source PC. Before running ActiveSync,
use an RS-232 null modem cable to connect the WinCE Device (CEPC) and the PC.

2. Execute the command repllog from the WiInCE device’'s command prompt. When the New Partnership
window appears, select No and then click Next to connect through ActiveSync.

New Parinership @

Set Up a Partnership

Befare you can synchronize information between your
mabile device and this computer, you must st up a
partrnierzhip between them.

“Wwhould you like to zet up a partnerzhip’?

OiYes

Set up a partnership o that | can synchronize
infarmation between my device and this computer.

| don't want to gpnchronize information. Set up my
device az a guest zo that | can copy or move
information between my device and thiz computer.

| Meut = | Cancel I Help I

Get Connected

Get Connected

To connect your device to this PC:

1. Connect the cable to the PC
2. Tumn on the device

3. Connect the device to the cable

ActiveSync should automatically detect your device.

If wour device iz not automatically detected, click Mest.
If wou are using infrared [IR] or Bluetooth, click Help.

| Mest > | Cancel Help
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3.

4.

@ Microsoft ActiveSync

File ¥iew Tool: Help

(& Symo. (L) Schedvle. (37 Explors
o e 'T_"‘-\._‘
Guest N
Connected

Hide Details &
Information Tpe Status

Click on the “Explore” button in the ActiveSync window, and then copy the UPort_COM_v1.0_Setup.cab
(Win CE 6.0) or UPort_COM_v1.1_Setup.cab (Win CE 5.0) file to the “Mobile/Target Device”.

wBEE REE BRO BSEL IHEO B '5'

Qr= © & Ow=s [oaux @

biobils Device v Bz
|~ I I N~ N B
HivfrE Ap%].icaﬁon My Documents  Network profiles Program Files  Recycled Releass
J HeoEl 8
FRET = @
FF: [ J 2|
Termp Windows — Control Panel UP1100_CO.

UPort_COM_~1.0_Setup

Coryiision (Morne)

Copying [from Installer’ to ')

[ [][]]]

Double click on the CAB file (UPort_COM_v1.0_Setup.cab (Win CE 6.0) or UPort_COM_v1.1_Setup.cab
(Win CE 5.0)) to start installing the UPort 1200/1400/1600 Series WinCE driver. After installing the
driver, plug the UPort 1200/1400/1600 Series USB Serial device into the WinCE device’s USB port. The
driver will be loaded automatically, after which the UPort 1200/1400/1600 will be ready to use.

Removing the Moxa Win CE 5.0/CE6.0 Driver

Enter Control Panel > Remove Programs.

Select MOXA UPort 1200/1400/1600 Windows CE6 Driver Ver1.0 (For Win CE 6.0) or MOXA UPort
1200/1400/1600 Windows CES5 Driver Verl.1 (For Win CE 5.0).

Click Remove.
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3. Serial Port Pin Assignments

The UPort 1250/12501 have 2 RS-232/422/485 ports, the UPort 1410 has 4 RS-232 ports, the UPort
1450/14501 have 4 RS-232/422/485 ports, the UPort 1610-8/1610-16 have 8 or 16 RS-232 ports, and the
UPort 1650-8/1650-16 has 8/16 RS-232/422/485 ports.

DB9 Male RS-232 Port

UPort 1410/1610-8/1610-16

DCD

RxD
D

DTR

GND
DSR

(o))
O
O NOUPAWN -

RTS
CTS

DB9 Male RS-232/422/485 Port

UPort 1250/12501/1450/14501/1650-8/1650-16

‘Il 5| Pin RS-232 4_":?;4:52_285 2-wire RS-485
1 DCD TxD-(A) -
O m O 2 RXD TXD+(B) -
3 TxD RxD+(B) Data+(B)
é é 4 DTR RxD-(A) Data-(A)
5 GND GND GND
6 DSR - -
7 RTS - -
8 CTS - -

DB9F Terminal Block
1 2
2 — 1
3 ———— 3
4 — 4
5 5

Mini DB9F-to-TB* for RS-422/485 wiring

*An adapter is included with the UPort 1250, 12501, 1450, 14501, 1650-8, and 1650-16.
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